WNHCTPYKUYMSA N0 MOHTaXKy NAMUHUPOBAHHDBIX HANObHbIX MOKPbITUI
(namuHMpoBaHHbIX NONOB) ¢ 3amkoBoi cuctemoit Double Click
Instructions for installation of laminate flooring

Mepen Tem Kak MPUCTYNUTb K MOHTAXY,
BHUMATENbHO U3yunTe WHCTPYKLMIO

no yknagke.

with Double Click locking system

BAXHO 3HATb / IMPORTANT TO KNOW

He ncnonb3osatb B MecTax MNPAMOro KOH-
TaKTa C BOAOI;I W B MOMeLLeHMAX C NoBbl-
LWEHHOW BNAXHOCTIO.

Mepep yknaakoit 06eCneunTb XpaHeHue namu-

p NONOB B FOPU30OHTANbHOM NONO-
KEHWUH, B YNaKOBKe, B TeueHue 48 yacos npn
KOMHATHOI Temnepatype (He meHee +18°C) u
BNAXHOCTI BO3fyXa He 6onee 70%. YnakoBKy
(NnéHKy) BCKPbIBATb HEMOCPEACTBEHHO Nepes
yKknagkoit. Mocne yknaaku Heo6xoaumo npo-
BETPUTb NOMeLLeHue.

Before installation it's necessary to keep
lami flooring in horizontal position, in

package, during 48 hours at room temperature
not less than +18°C and air humidity — not
more than 70%. Packaging (film) should
be opened directly before installation. Air
changes are required after installation.

Before proceeding with the installa-
tion carefully read the instructions.

Do not use in places of direct contact with
water and facilities with hyper humidity.

Q\‘\\\‘

B nomeueHnax anuHoin Gonee 8 M u/unn wu-
puHoI 6onee 6 M HEOGXOANUMO MPEAYCMOTPETH
AedopMaLMOHHble 3a30pbl He MeHee 10 MM.
Mocne yKknaaku NaminHMpoBaHHbIX Nonos aedop-
MaLMOHHbIE 3a30Pbl 3aKPbIBAKTCA CneLnanbHbiM
npocunem.

In the rooms longer than 8 m and/or wider than
6 m it is necessary to ensure the expansion gaps
of at least 10 mm. After laying the laminate
flooring, the expansion gaps are closed with a
special profile.

NOATOTOBKA K YK/IAAKE / PREPARATION FOR INSTALLATION

HEDOBHOCTVI OCHOBaHua Aana
YKNagKu namUHUPOBAHHBIX MO-
nos, np 2MMHA 1M
ANUHBI YKNAAKK, AOMKHBI 6bITb
YCTPaHeHbI.

The  subfloor irregularities
exceeding 2 mm per 1 m of
the flooring length should be
eliminated.

PEKOMEH}ZlyETCﬂ ncnonb3oBaTb CUCTEMbI HAaMoO/b- PeKomeH,qyeTcsc YKnagbiBatb NamMUHUPOBAH-
HOr0 BOAAHOIO UNU 3NMEKTPUYECKOro oTonneHna Hble NoMbl N0 HanpaBMeHUo najeHna ceeta
(TeMI'IepaTypa 0CHOBaHUA ANA YKNaakn namnHn- W3 OKHa.

POBaHHbIX 1008 —Mmax. 28°C). It is recommended to lay laminate flooring
It is recommended to use a floor water or electric in the direction of incidence of light from the
heating system (temperature of the base for window.

laying laminate flooring — max. 28°C).

Bce nauku NIAMUHUPOBAHHLIX NONOB
JNOMKHBI 6bITb uenbiMu, a 3NMemMeHTbl
nona HenoBpeXAEHHbIMU. MOBPeXAEH-
Hble 3MeMeHTbl HeNb3A WMCNoNb30BaTh
npn MOHTaXe nona.

All packs of laminate flooring and all its
elements must be intact. Damaged ele-
ments cannot be used when installing
the floor.

QIns yKnaakn NamMUHUPOBAHHBIX
nonos notpe6yetcs: NUHeilka,
Kapanfauw, nuna no gepesy unun
3NeKTPON063nK, YronbHUK, pac-
MNOpHbIE  KNWHbA, TUApoOnapo-
M30NALMS, NOANOXKKA.

For laying laminate flooring you
need: a ruler, a pencil, a wood
saw or jigsaw, a square, cleat
wedges, moisture/vapour bar-
rier film, underlay.

Heobxoaumo co6ntoaaTb MOHTAXHbIE
fe(opMaLnoHHble 3a30pbl He MeHee
10 MM OT Kpast TOKPbITUA [0 BbIAAIOLMX-
CA Hafi NOBEPXHOCTbIO NONia 3NeMeHToB
(Tpy6bl, NECTHULbI, KOMOHHbI, nepero-
POAKM, NOPOTY 1 T.1.).

It is necessary to provide the mounting
expansion gaps of at least 10 mm from
the edge of the flooring to protruding
above-ground elements (pipes, stairs,
columns, walls, thresholds, etc.).

VKNAAKA NAMUHUPOBAHHDIX MOMOB / LAYING LAMINATE FLOORING
Mpyn yKknagke NamMHMPOBAHHbIX MO~ Mocne 3710r0 paccTnaeTcst noanoXKa
NOB HeO6X0AMMO 06ecneynTs ruapo- ANA KOMMEHcauun HepoBHOCTeR oc-
napousonsumio ocHoBaHus (nonus- HOBaHNA W obecneveHns Komdopra
TUneHoBas nnéxka 0,2 mm). Yknagka npu kcnayarayun (1-3 mm). Yknagka
TMAPONAapoU3oNALMM  OCYWIeCTBAS- NOANOXKI OCYLIECTBAALTCA BCTbIK NPH
€TCA BHAXNECT He MeHee 20 CM unn NOMOLYY KNEAKOI NEHTbI.

BCTbIK NPW NOMOLLN KNEAKOA NEHTBI. -

[MAponapon3onsuMoHHas  nnéxka

J0MKHA 3aXOANTb HA CTEHY Ha BbICOTY

He MeHee 3 CM.

When laying laminate flooring you should provide moisture/vapour barrier of the Then spread out the underlay to compensate irregularities of the subfloor and
subfloor (polyethylene film 0,2 mm). assure comfort during operation (13 mm). Laying of underlay is carried out
Laying of moisture/vapour barrier film is carried out with an overlap of at least butt-to-butt with the help of adhesive tape.

20 cm or butt-to-butt with the help of adhesive tape. The film should end on the
wall to a height of at least 3 cm.

I'Iepen yKﬂaﬂKOﬁ HEOﬁXOJlI/IMO N3MepuThb WNPUHY NOMELLeHNs, 4T06bI paccumTatb, CKO/bKO pAA0B BamM |'|0Tp€6yETCﬂ. Ecnn WK1pUHa NocneaHero paaa Mexblue 50 MM, Heobxo-
ZIMMO MaHeny nepBoro psifa 06pe3arb, UTOObI BCE HAMONbHOE NOKPLITUE CMECTUTb B LIEHTP.

Before installation you should measure the width of the room to calculate quantity of rows you need. If the width of the last row is less than 50 mm, it's necessary to cut the
panels of the first row lengthwise in order to center the whole covering.

®opmuposanue 1-ro paga / Laying the 1 row

Heo6xoanmo co6nioaaTb MOHTXHbIE AehOPMALMOHHbIE 3a30pbl: He MeHee 10 MM OT Kpas NOKPLITUS 10 CTeH.
YKknapka POBAHHbIX NONOB A ¢ hopmup nepsoro pspa. MaHenu coeuHAKTCA No
TOpLEeBbIM 3amMKam nog yrnom 15 rpagycos.
p npu dopmmup PeuHoro wWwea oy naHenu B Py He AOMKHbI CMEWaATbCA B CTOPOHY,
3aMKV JOMKHBbI 6bITb 6€3 NOBPEeX/EHNIl 1 6e3 Mycopa.
ECnv BO BPeMs MOHTaXxa:
r— — 06pa3yloTca 3a30pbl MEXAY COEAUHEHHDIMI 3NIEMEHTaMI pa3Mmepom Gonee 0,2 MM,
|H H — pasnuuue no BbICOTE MEX/Y COEAMHEHHBIMU INEMEHTaMI COCTaBNAET 6onee 0,15 MM,
— ANUMO OCTAHOBHUTb MOHTAX A0 BbISCHEHWS 1 YCTP npuunH )BEHWS 3330POB.
Mpeg p N0 KauecTBy ync IX 3NEMEHTOB 1AMUHVPOBAHHBIX HAMOMbHBIX MOKPbITUIA UCKMKUEHO.
It is necessary to provide the mounting expansion gaps of at least 10 mm from the covering edge to the walls.
4 The installation begins with the formation of the 1st row. Panels are jointed by the edge at the angle of 15 degrees.
' * +0 Attention: when making a short-end joint, the separate panels in a row shouldn't be moved aside; locks must be clean, without
waste and damage.
\ If during installation:
\_ — gaps between the connected elements are larger than 0,2 mm,
[~ — the difference in height between the connected elements is more than 0,15 mm,
” you must stop the installation to ascertain and eliminate the causes of the gaps occurrence.
‘ Raising claims regarding quality of the laid laminate flooring elements is excluded.

JlaMUHMPOBAHHbIE NMONbI NEPeAAIoT PUCYHOK APEBECHHDI 1, KK IPEBECUHA, MOTYT OTNUMYATLCA HEPEryNAPHbIM PUCYHKOM U €r0 OTTEHKAaMM, NOSBNEHNEM CYUKOB Pa3HbIX pas-
MepOB 11 OKPACKu. ITa PasHuLa He ABNAETCA Ae(heKTOM NaHenei NaMUHUPOBAHHDIX NOMNOB.

Tpu MOHTaxe He TpebyeTcst NOA6UPATb PUCYHOK, OAHAKO 06A3aTeNbHO UepesyiiTe MexaY C060i NaHeNM PasHbiX OTTEHKOB U3 Pa3HbIX Nauek, YTo6bl B KOHLE BaM He NpULLIoCch
YKNajbIBaTb MHOTO OAMHAKOBO CBETbIX UMW TEMHbIX NaHeNei NOAPSAA.

Laminate flooring conveys the pattern of wood and like wood it may be characterized by irregular pattern and its shades, appearance of knots of different sizes and colours.
This difference is not a defect of laminate flooring panels.

When installing, you do not need to select a pattern, but you should alternate panels of different shades from different packs, so that at the end you do not have to lay a lot
of equally light or dark panels in a row.

®opmupoBaHue 2-ro paaa / Laying the 2" row

p IneMeHTbl CreayloLlero paga PekoMeHayeMOe CMelleHne 3M1EMEHTOB nona B Co- IneMeHTbI MoNa CORANHAIOTCA Mexy COBoii none-
COEANHAKTCA NO NONEPeYHOI CTOPOHE 1 NOCne 3Toro CefJHUX PAAAX OTHOCUTENbHO APYr Apyra — oOT 400 PEUHbIMU CTOPOHAMY.
COEAMHAOTCA MO NPOZONbHOM CTOPOHE C Npeabidy- [10 580 mMm. Flooring elements are joined together along
LM pAAOM. The recommended displacement of flooring ele- short-end sides.
Attention! Elements of the next row are connected ments relative to each other in adjacent rows — from
along the panels short-end sides and then — along 400 to 580 mm.

the longitudinal sides with the previous row.

BTopoii psip AOMKEH ObITb chopmuposax non- Bropoii psj p 10N0B BCTAaBNAETCS NOA YINOM B Kaxgplit nocnepytowwuii pap HaunHaite ¢ dpar-
HOCTbI0, TONILKO NOCTE 3TOFO MOXHO NPUCTYNaTh 3aMOK NepBOTo PsiAa N0 BCeil ANMHE 1 3alENKMBAETCA. MEHTa MaHenu, OCTaBLIEroCs OT NPeAbayLero
K COEAMHEHWIO BTOPOTO PAAA C NEPBbIM. MOHTa) PeKOMEHAYETCA NPOU3BOANTD B YETBIPE PYKM. PAAA NPU BLINONHEHUM YCTIOBUI PUC. 6.

The second row should be fully formed, only The second row of laminate flooring is inserted at an angle into Begin laying of each subsequent row taking a
then you can start to connect the second row the lock of the first row throughout its length and snapped. piece of the panel left over from the previous

with the first one. Installation is recommended to be performed with four hands. row, meeting conditions, indicated on pic. 6.

MoparoToBKa nocnepwero papa. MAMHTYC KpenuTea K cTeHe. CneauTe 3a TeM, YTo6bl VHOrAa npu MOHTaXe Mona BO3HUKAET CUTyauus

llo Havana yknajku Bbl yxe pacciuTanu WUPUHY NARHTYC He 6bin KECTKO 3aKPennéH Ha NamuHMpo- HEBO3MOXHOCTI YCTAHOBKM INEMEHTA 13-33 MOMEXM.

nocneaHero psafa, Ckopee BCero, Bam npuaetca . P . . .

o6 e3§Tb nauznjvll o mnpvme ' puA BaHHIX 1071aX, 3T0 MOKET MPUBECTH K AehopmaLiai Sometimes it is impossible to install some flooring
P pune. MOKPBITUA. element because of an obstacle.

Mepen 06pe3koit U3MepAliTe WUPUHY 3NEMEHTa C
JIBYX KOHL0B, UTO6bI y4ecTb HEPOBHOCTU CTEH U He-
06x0aUMblit JedhopMaLMOHHBI 3a30p 10 MM.

Preparing the last row.

Before installation you have already calculated the
width of the last row, most likely, it may need to be
cut lengthwise.

Before cutting, measure the width of the row at both
ends to consider uneven walls and the necessary
10 mm expansion gap.

Skirting is fixed on the wall. Take care that the
skirting is not rigidly fixed on the laminate flooring,
this can lead to the covering deformation.

B 3TOM Clyuae Heo6XOMMO Y6paTb YacTh 3aMKa, Kak HaHecTy kneit Ha BLICTYN 3aMKa.
nokasano Ha puc. 131. Apply some glue to the projection of the lock.

CABUHYTb 3MEMEHT NaMUHUPOBAHHBIX MONOB MOA
BbICTYNAIOLLYI0 MOMEXY 1, MNOTHO MPIKaB, COeAu-
HUTb C 3NEMEHTOM MpeablAyLLero psaa.

In this case, you must remove a part of the lock as
indicated on pic. 131. Slide the element of laminate flooring under the
protruding obstacle, press tightly and connect with

the element of the previous row.

YXOZ 1 3KCNNTYATALNSA | CARE AND MAINTENANCE

[inA npoaneHns cpoka cnyxGbl POBaHHbIX MONOB P AyeTcs uc Tb BOMNOYHBIE HAKNAAKY ANS HOXKEK
me6enu, cnewunanbHble KOBPUKM NOA MeBENb C HOXKAMU-PONIMKAMK, Y BXOAA MPEAYCMOTPETb CUCTEMY OUNCTKN 06YBU.

To extend the service life of flooring, it is recc ded to use felt pads for furniture legs, special mats for furniture
legs-rollers, and provide a system of shoe cleaning at the entrance.

= OnTuManbHble napameTpbl IKCNYaTaLuumu NaMUHUPOBAHHBIX NONIOB: KOMHATHaA Temnepatypa — 20-22°C, BNAXHOCTb BO3-

£20-22°C @ Ayxa — 50-60%. OUNCTKY OT 3arpAsHeHMit U yXof 3a n p nonamu ) OCYWECTBAATH BNAKHON
U 50[- 60 % TPANKOW UNW NPUMEHAS Nbinecoc. Heo6X0AMMO n3beraTb ANUTENbHOTO BO3AENCTBUA BRATW.

Optimal conditions of laminate flooring mai e: room temperature — 20-22°C, air humidity — 50-60%. lt's necessary to

clean and care of laminate flooring by means of a wet cloth or a vacuum cleaner, avoiding of long-term humidity exposure.

!
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Mpoussogutens - 000 «CBUCC KPOHO»

157510 Poccusi, Koctpomckast o6n., r.LLiapbs, nrr.Betnyxckuid, yn.LieHTpanbHas,4

BecnnatHas ropsyas nuHus 8-800-775-5111, T +7 49449 59 602, ® +7 49449 59 611, www.swisskrono.com/ru
[OCT 32304 — 2013 JlaMMHMPOBaHHbIEe HAMOMbHbIE MOKPLITVSI U3TOTOBEHDI 13 APEBECHOBOMOKHUCTBIX MINT

cyxoro crnocoGa Npon3BOACTBa, 0BMMULIOBAHHbBIX NNEHKAMU HA OCHOBE TEPMOPEAKTUBHBIX MONUMEPOB

KomnaHus, npyHMMmaloLas npeTeH3um no kayecTsy ToBapa B pecny6nuke KasaxcraH - TOO «Etalon Holding»
050009 Pecnybnvka KasaxctaH, FAnmarsl, yn.Llee4eHko, 1656/72r, ocuc 601

T +7 727 334 00 02, & +7 727 334 00 03, almaty@etalon-holding.kz, www.etalon-holding.kz

Produced by OO0 «SWISS KRONO»

Centralnaya St.4, Vetluzhsky Set., Sharya, Kostroma region, RUS-157510

Free Hotline 8-800-775-5111, T +7 49449 59 602, F +7 49449 59 611, www.swisskrono.com/ru

GOST 32304 — 2013 The laminate flooring is made of dry-processed fiberboards, faced with the film on the basis of thermoset polymers
The company considering claims on quality of goods in R bli Holdi

BuaeounHeTpykums

of Ki - «Etalon F
Office 601, Shevchenko St.165B/72G, Aimaty, Respublic Kazakhstan 050009

T +7 727 334 00 02, F +7 727 334 00 03, almaty@etalon-holding.kz, www.etalon-holding.kz
OHaipywi «CBUCC KPOHO» AAK

157510 Peceit, Koctpoma o6n., LLapks K., Betnyxckuid aybinbl, LieHTpaneHas keLwu.,4

TeriH xxenen xeni TenecoHbl 8-800-775-5111, T +7 49449 59 602, ® +7 49449 59 611, www.swisskrono.com/ru
MEMCT 32304 — 2013 JlamuHaTTanfaH efeH xabblHaapbl opTala Toifbi3ablkTarsl XOP arall TaniubkTs!
TakTanapAblH TEpPMOpPEeaKTVBTI MoNMMepnepi HerisiHae xacarnFaH

TayapabIH canackl 6oMibiHILA Hapa3bINbIKTapAbl KabbinaanuTbIH Mekeme KasakcTaH Pecny6nukachbiHaars!
«Etalon Holding» XLLC 6\«‘3"5“"40%
050009 KasakctaH Pecny6nukacel, AnMartsl k., LLieB4eHko k-ci, 1656/72l, 601 keHce QOOPOROTLrG, > %
T +7 727 334 00 02, ® +7 727 334 00 03, almaty@etalon-holding.kz, www.etalon-holding.kz - 'i'P
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